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This hardhat is made of lightweight high density polyethylene and 

complies with the CSA Type 1 standard which protects against impacts 

affecting the top of the head. It features a 4-point nylon suspension and 

an easy-to-use ratchet adjustment. In addition, it has universal slots for 

adding various accessories and is reverse orientation compliant. 

• High-density polyethylene shell 

• 4-point nylon suspension 

Size 

Material 

Universal 

Description 

Hard hat 

SPECIFICATION SHEET 
Head Protection 

4-point nylon 

suspension 

PROTECTION ٠   ROBUST ٠   QUALITY 

Rain trough 

shell 

TCK101 

TCK102 

Slots for 

universal 

accessories 

Certifications 

• This product meets the minimum requirements of performance 
specifications CSA Z94.1-15 Type 1 et ANSI/ISEA Z89.1-14 Type 1 - 

Classes C, E, G 

• Type 1 - protection against shocks and penetration of objects at the top 
of the head 

TCK104 

TCK105 

* Logo printing programme available on request 

Ratchet 
adjustment 

TCK106 TCK103 

Compliant for reverse 

orientation 
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Washing instructions and use 

Sizing Chart 

Washing Instructions: 
To clean your hard hat, use warm soapy water and a soft cloth until dirt and grime are removed. The inside of the helmet can be 
cleaned like the outside. Then dry with a towel and let it finish drying in a warm environment out of the sun.  
 
If you are unable to clean it properly, replace it. It is absolutely not recommended to use chemical products. These products are not 
suitable for your helmet. 
 
 
Service life: 
The service life of Kosto helmets begins from the date of first use. The environment, frequency of use and storage are factors that can 
affect the duration of its use. The maximum life span of the shell is 5 years and we recommend a replacement every 12 months for the 
suspension. 
 
It is important for the user to note the date of first use and to regularly inspect the product for cracks or malfunction. If any abnormality 
is found, the product should be taken out of service. 
 
The shell and suspension should be inspected regularly for cracks or malfunction that would cause the product to be taken out of 
service. If a defect is detected, the product should be taken out of service. 

Related Products 

PROTECTION ٠   ROBUST ٠   QUALITY 

SPECIFICATION SHEET 
Head Protection 

Suspension Replacement 
TSK100 

for Hard Hats 

Chin Strap 
TMK050 

for Hard Hats 

Suspension headband 
TBK015 

for Hard Hats 

 Size Kosto *  Universal 

1  For hat size 
cm 16.5 - 20.3 

po / in  6-1/2 - 8 


